IDAHO TRANSPORTATION DEPARTMENT
BRIDGE OVERWEIGHT REPORT — From 2002 Permanent Weigh-In-Motion Data
Based on Federal Bridge Weight Formula
District 1 - Samuels - US95 - 1 Mi. N. of Pack River Bridge
Wednesday 1 May Thru Friday 31 May 2002
Total Commercia Traffic — All Lanes Included

Vehicle Violations
No Violations Violations Percent Over Maximum Allowed
Veh Total % Total % Total
Type Weighed | Number | Weighed | Number | Weighed 0-5 5-10 | 10-20 | 20—30 | Over 30
SINGLE UNIT TRUCKS
5 2—Axle 6-Tire 2450 2380 97.1 70 29 19 15 24 8 4
6 3—-Axle 2338 1960 83.8 378 16.2 72 76 138 64 28
7 4—Axleor More 188 108 57.4 80 42.6 24 19 25 9 3
SINGLE TRAILER TRUCKS
8 4—Axleor Less 910 864 94.9 46 51 12 14 11 5 4
9 5-Axle 6978 5574 79.9 1404 20.1 515 386 383 81 39
10 6 — Axle or More 5366 3818 71.2 1548 28.8 502 404 488 124 30
DOUBLE TRAILER TRUCKS
11 5—Axleor Less 54 52 96.3 2 3.7 2 0 0 0 0
12 6—Axle 150 140 93.3 10 6.7 3 2 1 2 2
13 7 —Axleor More 1043 603 57.8 440 42.2 130 107 144 49 10
TRIPLE TRAILER TRUCKS
14 6 — Axle or More 23 19 82.6 4 17.4 3 1 0 0 0
Total Vehicles 19500 15518 79.6 3982 20.4 1282 1024 1214 342 120
Percent of Total Violations 32.2 25.7 30.5 8.6 3.0
Axle Violations
Single Axles Tandem Axles Tridem Axles
Violations Violations Violations
Veh Total % Total % Total % Total
Type Axles Total Number Axles Total Number Axles Total Number Axles
SINGLE UNIT TRUCKS
5 2—Axle 6-Tire 4900 4900 88 1.8 0 0 0.0 0 0 0.0
6 3—-Axle 7014 2338 5 0.2 2338 373 16.0 0 0 0.0
7 4— Axle or More 757 195 0 0.0 2 1 50.0 186 52 28.0
SINGLE TRAILER TRUCKS
8 4—Axleor Less 3257 2275 34 15 479 14 29 8 3 375
9 5—Axle 34890 8723 102 12 13049 1743 13.4 23 1 4.3
10 6 — Axle or More 37055 6792 18 0.3 5905 708 12.0 6151 1034 16.8
DOUBLE TRAILER TRUCKS
11 5—Axleor Less 270 270 2 0.7 0 0 0.0 0 0 0.0
12 6—Axle 900 596 14 2.3 146 2 14 4 1 25.0
13 7 —Axleor More 7654 2803 37 13 2127 297 14.0 199 57 28.6
TRIPLE TRAILER TRUCKS
14 6 — Axle or More 161 69 0 0.0 46 1 22 0 0 0.0
Total Axles 96858 28961 300 1.0 24092 3139 13.0 6571 1148 17.5




